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Atwood A-Frame Couplers
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Atwood Straight Tongue Couplers
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STRAIGHT TONGUE COUPLER SELECTION GUIDE

• B dimension is the inside dimension relating to channel size

Part No. Description LATCH Rated S.A.E A B* C D E F
KIT Cap. lbs. Class in. mm in. mm in. mm in. mm in. mm in. mm

80051 2" ball, 3" channel, bolt-on painted 15775 3,500 2 93/8 238 3 76 11 279 7/8 22 3/4 19 3 76

80055 2" ball, 3" channel, bolt-on zinc-plated 15775 3,500 2 93/8 238 3 76 11 279 7/8 22 3/4 19 3 76

80056
2" ball, weld-between, 3˝ channel 15775 3,500 2 9 3/8 238 3 76 11 279 7/8 22 3/4 19 3 76unpainted, zinc plated latch

82311 2" ball, weld-between, painted 15775 3,500 2 75/8 194 3 76 91/4 235 — — — — — —

82315 2" ball, weld-between, 15775 3,500 2 75/8 194 3 76 91/4 235 — — — — — —
unpainted, zinc plated latch

80060 2" ball, 3" channel, painted 15775 5,000 3 93/8 238 3 76 11 279 — — — — — —

80082 2" ball, 2" channel, painted 15775 5,000 3 91/2 241 2 51 11 279 — — — — — —

80083
2" ball, 2" channel 15775 5,000 3 9 1/2 241 2 51 11 279 — — — — — —unpainted, zinc plated latch & clamp

80186 2" ball, 2" channel, painted 15775 6,000 3 91/2 241 2 51 11 279 — — — — — —

80131 2 5/ 16" ball, 3" channel, painted 07532 8,500 4 12 305 31/8 79 14 356 — — — — — —

80051, 80055, 80056

A-FRAME COUPLER SELECTION GUIDE

** Top plate 82740 is packed with 82680 coupler. 
82681 coupler is the same as 82680 except it is packed without a support plate. 
Top plate 22375 can also be used with 82680 or 82681 coupler if a Top Mount A-Frame Jack (5,000 lbs. max) is used in this
application.

* Various aspects of design, including the latch handle design, are registered as a trademark of Atwood Industries,Inc.

Part No. Description LATCH Rated A B C
KIT Capacity  lbs. Class

in. mm in. mm in. mm

80072 2" ball, painted, weld-on, yoke style 15775 5,000 S.A.E. 3 123/8 314 91/4 235 14 356

84176 2 " ball, unpainted, weld-on, yoke style zinc latch 15775 5,000 S.A.E. 3 123/8 314 91/4 235 14 356

84035 2 " ball, painted, weld-on, yoke style 15775 5,000 S.A.E. 3 133/8 340 103/8 264 14 7/8 378

84800 2" ball, painted, weld-on, yoke style 15775 6,000 S.A.E. 3 123/8 314 91/4 235 14 356

88555 2 " ball, painted, weld-on, thumb latch style 88051 8,000 S.A.E. 4 9 7/8 251 9 3/4 248 117/8 302

88600 2 " ball, unpainted, weld-on, thumb-flip latch style 88051 8,000 S.A.E. 4 9 7/8 251 9 3/4 248 117/8 302

80101 2 5/ 16" ball, painted, weld-on, yoke style 15774 8,500 S.A.E. 4 12 305 10 254 14 356

88007 2 5/ 16" ball, painted, weld-on, flip latch style 88061 10,000 S.A.E. 4 10 7/8 276 10 3/8 264 13 330

88010 2 5/ 16" ball, unpainted, weld-on, flip latch style 88061 10,000 S.A.E. 4 10 7/8 276 10 3/8 264 13 330

81911 2 5/ 16" ball, painted, weld-on, thumb latch style NA 10,000 S.A.E. 4 11 279 107/8 276 123/4 324

81915 2 5/ 16" ball, unpainted, weld-on, thumb latch style NA 10,000 S.A.E. 4 11 279 107/8 276 123/4 324

81912 2 5/ 16" ball, painted, weld-on, thumb latch style NA 13,000 S.A.E. 4 11 279 105/8 270 12 3/4 324

81916 2 5/ 16" ball, painted, weld-on, thumb latch style w/plate NA 15,000 S.A.E. 4 11 279 105/8 270 12 3/4 324

82680 2 5/ 16" ball, painted, weld-on, thumb latch style NA 13,000 S.A.E. 4 11 279 105/8 270 131/8 333

88000 2" ball, OBSOLETE - OLD STYLE MARVEL 88050

88005 2 5/ 16" ball, OBSOLETE - OLD STYLE MARVEL 88060

Thumb Latch Release Ball Clamp Wrap-Around Yoke Style Latch Classic Marvel Flip Latch Style


