
TOP	  MENU ADVANCED	  DISPLAY	  MENU SETUP	  MENU BATTERY	  CHARGE	  PARAMETERS	  MENU
Level	  1 Level	  2 Level	  3 Level	  4
BATTERY VOLT/AMP LAST	  FULL	  CHARGE SET	  BAT	  AMP-‐HRS SET	  ACCEPT	  CHG
XX.XV 	  +XX.XA XX	  DAYS	  AGO XXXAh SEL> XX.XV SEL>

INPUT CHG	  OUT LAST	  EQUALIZE SET	  CHG	  EFICENCY SET	  FLOAT	  CHG
	  +XX.XA 	  +XX.XA XXX	  DAYS	  AGO XX% SEL> XX.XV SEL>

BATTERY	  CAPACITY MAX	  BAT	  VOLTS SET	  CHGEFCY	  MODE SET	  EQUALIZ	  CHG
XX% XX.XV CLR> AUTO	  ADJUST	  	  	  SEL> XX.XV SEL>

BATTERY	  AMP-‐HRS MIN	  BAT	  VOLTS SET	  SELF-‐DISCHG SET	  EQUALIZ	  TIME
FROM	  FULL 	  -‐XXX XX.XV CLR> X%/MONTH SEL> X.XHRS SEL>

AUX	  BAT AUX	  CHG LOAD	  CONTROL TOTAL	  CHG	  AMP-‐HR SET	  MAXIMUM	  BAT SET	  AUTO	  EQUALIZ
XX.XV 	  -‐ON-‐ OUTPUT 	  -‐ON-‐ 	  +XXXXAH CLR> VOLTS	  XX.XV	  	  	  	  SEL> MANUAL SEL>

EQUALIZE	  NOW	  AT EQLZ	  XXXmin	  LEFT LIFETIME	  BAT	  AH SET	  AUX	  OUT	  MODE SET	  T-‐COMP	  SLOPE
AT	  XX.XV? SEL> AT	  XX.XV CLR> 	  -‐XXXXXXAH CLR> BAT	  VOLTS SEL> -‐X.XXmV/C/C	  	  	  SEL>

ENTER	  ADVANCED BAT	  TEMPERATURE SET	  AUX	  OUT	  OFF SET	  FLOAT	  CURENT
DSPLY/SETUP	  	  	  	  SEL> XXC XXF ≤XX.XV SEL> 1.5A/100AH	  	  	  	  SEL>

VIEW	  CHARGE	  UNIT 0	  +XXC	  OUT	  XX.XA SET	  AUX	  OUT	  ON SET	  ACCEPT	  TIME
STATUS SEL> IN	  XX.XV XX.XA ≥XX.XV SEL> X.XHRS SEL>

ENTER	  SETUP 7	  +XXC	  OUT	  XX.XA POST-‐DUSK	  LIGHTS
MENUS SEL> IN	  XX.XV XX.XA DISABLED

PRE-‐DAWN	  LIGHTS
DISABLED SEL>

SET	  BACK-‐LIGHT
AUTO SEL>

	  
RESET	  CURRENT
SHUNT	  ZERO	  	  	  	  SET>

RESTORE	  DEFAULT
SETTINGS SEL>

SET	  BAT	  CHARGE
PARAMETERS	  	  	  	  	  SEL>

SCROLL	  
THROUGH	  
CONTROLLERS

Continous	  Monitoring

Daily	  Tracking

Determining	  
Consumption

Battery	  Maintenance
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When	  living	  with	  your	  system:	  	  
At	  the	  end	  of	  every	  day	  write	  the	  
values	  you	  see	  in	  these	  boxes	  
into	  a	  journal	  and	  then	  push	  
SELECT	  to	  clear	  them.	  	  Although	  
this	  isn't	  absolutely	  necessary	  for	  
propper	  system	  funcRon,	  it	  will	  
help	  familiarize	  you	  with	  how	  the	  
system	  performs	  and	  what	  
should	  be	  expected.	  	  If	  something	  
goes	  wrong	  with	  your	  system	  it	  
will	  be	  easy	  to	  spot	  baised	  on	  
experience	  with	  your	  journal.	  

Determining	  consumpKon:	  
Think	  of	  this	  feature	  as	  your	  trip	  
odometer,	  except	  it	  measures	  
total	  Amp	  Hours.	  	  By	  recording	  
the	  values	  of	  this	  in	  a	  journal	  
daily,	  and	  reseWng	  it	  nightly,	  you	  
will	  be	  able	  to	  determine	  your	  
average	  daily	  usage.	  

Lead-‐Acid	  BaLery	  Health:	  
Lead-‐acid	  baYeries	  must	  reach	  a	  
full	  charge	  and	  equalize	  every	  
21-‐30	  days.	  	  Watch	  this	  closely.	  

Flooded	  94%	  
AGM	  	  	  	  	  	  	  97%	  
Lithium	  	  99%	  

Flooded	  12%	  
AGM	  	  	  	  	  	  	  	  	  3%	  
Lithium	  	  	  	  	  2%	  

Flooded	  	  15.2V	  
AGM	  	  	  	  	  	  	  14.8V	  
Lithium	  	  14.2V	  

Flooded	  	  14.6V	  
AGM	  	  	  	  	  	  	  14.4V	  
Lithium	  	  	  14.2V	  
	  

Flooded	  	  13.6V	  
AGM	  	  	  	  	  	  	  13.3V	  
Lithium	  	  	  13.5V	  
	  

Flooded	  	  15.2V	  
AGM	  	  	  	  	  	  	  14.8V	  
Lithium	  	  	  14.2V	  
	  

Flooded	  	  2.0HRS	  
AGM	  	  	  	  	  	  	  2.0HRS	  
Lithium	  	  0.5HRS	  
	  

Flooded	  	  MANUAL	  
AGM	  	  	  	  	  	  	  	  MANUAL	  
Lithium	  	  	  MANUAL	  
	  

Flooded	  	  	  -‐5.0	  
AGM	  	  	  	  	  	  	  	  -‐4.0	  
Lithium	  	  	  	  -‐0.0	  
	  

Flooded	  	  1.5A	  
AGM	  	  	  	  	  	  	  1.5A	  
Lithium	  	  	  1.5A	  
	  

Flooded	  	  	  	  1.0	  
AGM	  	  	  	  	  	  	  	  	  	  2.0	  
Lithium	  	  	  	  	  0.5	  
	  

MulKple	  Charge	  Controllers:	  
Use	  this	  if	  you	  have	  mulRple	  
charge	  controllers	  and	  want	  to	  
individual	  performance.	  
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Set	  to	  capacity	  


